
 

 

 

 

Product Description 

Host Interface PCI-E + USB 

Controller Intel®  Ethernet Controller I210-AT 

Dimension 30.00mm x 50.95mm x 9.6mm (L x W x H) 

Operating Conditions 

Voltage 3.3V +/-5% 

Temperature 
 

Operating Temp.: 0~60°C 

Storage Temp.: -40~+85°C 

General Specifications 

M.2 Size 2230 / 3030 

M.2 Key Type E 

mPCIe Size Full size 

PCIe version 1.1 

USB version 2.0 

LAN (For COMMELL Motherboard Only) 

LAN transfer rate 1000 Mb/s, 100 Mb/s, 10 Mb/s 

LAN OS support Win7x86, Win7x64, Win8x86, Win8x64, 

Win8.1x86, Win8.1x64, Win2012, Win10x86, 

Win10x64 

 

MPX-M2EG LAN function compatibles with COMMELL motherboards only, 

Not all that COMMELL motherboards with this support, please contact us for further details before ordering.   

Ordering Code 

MPX-M2EG M.2 (NGFF) to Mini-PCIe adapter + 1 x Giga LAN 

M.2 to mPCIe adapter Screw x 1   LAN cable x 1 LAN adapter x 1(With Bracket) 

  

 

 

  

MPX-M2EG OSCREW-M2.5I3 
(2162000015) 

OALGLAN-A-20S 
(1040617) 

BADPGLAND_A 
   (4120007011) 

1. Apply to M.2 Wi-Fi, BT Module 

 

MPX-M2EG 

 

 

M.2 (NGFF) to Mini-PCIe adapter + 1 x Giga LAN 

 

Features 

 M.2 (NGFF) to Mini-PCIe 

 Support 2230/3030 M.2 Card dimension 

 Support M.2 Key E Card Type 

 PCIe + USB interface 

 Intel®  I210-AT Giga LAN 
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2. Support 1x Giga LAN 


